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If installing a complete Prisoner Transport package, install 
Floor Pan and Bio-Seat before Vehicle Partition.

1. Lift the front edge of the seat cushion up and pull out of the 
vehicle.  Unbolt the hardware from the bottom of the seat 
back and lift the seat back up to remove. Remove Lower Child 
Restraint Brackets. (Pic 1)

Locate any aftermarket wiring and be certain that you will 
not be putting any screws through it.

2. Install the ABS floor pan before the seat.  Remove the trim 
covering the outer front seat bolts.  Remove all 4 front seat’s 
rear bolts.  

3. Place the floor pan into the back seat area, putting it under the  
rear of the front seat rails.  Replace the front seat’s rear bolts. 
(Pic 2)

4. Use a ¾” hole saw to drill through the OEM floor pan at the drain 
holes in the ABS floor pan.  Install rubber floor pan drain plugs 
into the holes of the ABS floor pan. (Pic 3)

5. Attach the lower seat mount brackets to the front edge of the 
seat support by lining up the trim to the curve of the seat mount 
bracket.  Drill the self tapping screw through the bracket and into 
the seat support. (Pic 4)

6. Insert the outer Top Mount Brackets into the slot in the upper 
seat support.  Secure the Top Mount Brackets with the Angle 
Mount Brackets. (Pic 5) Wide flange of bracket should be in line 
with the slot in the vehicle the other two flanges should be inside 
the seat support.
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7. Loosen the two bolts in the center of the seat support and slide 
the Center Mount Bracket onto the loosened bolts. (Pic 6)

8. Remove the side trim and line up the hole in the side mount 
brackets to the clip in the side trim.  Use the self tapping screw 
through the bracket and into the vehicle. (Pic 7)

If you ordered Seatbelt Extensions, remove OEM seatbelts. 
Set aside OEM nuts (See Last Page For Install Instructions)

9. Place the Bio-Seat in the vehicle.  Push the Bio-Seat to the rear 
of the vehicle and slip the seat over the rear deck. (Pic 8)  

10. Secure the seat by screwing the (3) button socket head screws 
into the threaded inserts in the Center Mount Bracket and Lower 
Mount Brackets. Finishing securing seat using (2) self tapping 
screw with cap into the Top Mount Bracket location mounting 
brackets. (Pic 9)  

11. Drill a 3/16” hole through the outer holes in the seat and into the 
vehicle trim and support.  Drill the self tapping screw with cap 
into the hole and cover screw with cap.

IF YOU PURCHASED SEATBELT EXTENSIONS SKIP TO 
NEXT STEP. 

12. Attach the ABS seat pucks to the Bio-Seat by pushing the 
passenger side puck around the seat belt receiver. Drill the 
black truss screws into the pre-drilled holes of the seat puck.  
Push the driver side puck around the outer receiver and then 
line up the C shaped puck half to the rest of the seat puck.  Drill 
the black truss screws through the pre-drilled holes in the puck 
and into the seat.  Use of clear silicon seal around the edge of 
the ABS seat pucks, and around the OEM seat belt receivers is 
recommended. (Diagram 1)
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13. Using a long socket extension, secure Seatbelt Extender (Pic 
10) to OEM studs. Re-use OEM nuts. (Pic 11)
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