
Space Creator with High Security/High Visibility Window - 475-1556
Space Creator with Full Window w/Safety Wire Window - 475-1555

Transfer Kit - 475-1545

2020+ Dodge Durango
Featuring Unidirectional Recessed Housing
UDRH Vehicle Partition

Installation Instructions

475-1556
Durango UDRH Partition with HS/HV Window

475-1555
UDRH Partition with Full Window & Safety Wire



Before beginning the installation, confirm that you have received all of the parts for your package.
Read the instructions completely before starting installation.

Always install Cargo Barrier before Partition if ordered.

Unidirectional 
Recessed Housing

Wings Set

DS- - PS

DS-

(2) Mounting Foot

- PS

(2) B Pillar Bracket

DS- - PS

ABS Headliner 
Blank

Center HSEP

1. Pull back rubber seal away from B-pillar to remove trim.



2. Pop plastic clips and remove lower B-Pillar trim. 3 .  U s i n g  9⁄ 3 2 s o c ke t  r e m o v e  e x p o s e d  s c r e w  f r o m up p e r  B - P i l l a r  t r im . 
R e m o v e  up p e r  B - P i l l a r  t r im .

4 .  U s e  a  10  m m s o c ke t  t o  r e m o v e  b o t h  O E M b o l t s  a n d  g r a b  h a n d l e s . 

NOTE: PART NOT REINSTALLED
5 .  U s e  (1)  10 m m O E M b o l t  p r e v i o u s l y  r e m o v e d  t o  a t t a c h  B - P i l l a r  B r a c ke t 

t o  t h e  l o w e r  h o l e  o f  g r a b  h a n d l e .



8 .  R e m o v e  a n d  d i s c o n n e c t  r e a r  c o n t r o l s  f r o m h e a d l i n e r  i f  v e h i c l e  h a s  t h e m . 9 .  D e t a c h  t h e  R e a r  A C  C o n t r o l  B o x  f r o m c o m p o n e n t  h o u s i n g .  T h e n  r e c o n n e c t 
t o  h a r n e s s  a n d  p o s i t i o n  b a c k  i n t o  p l a c e .

6 .  M o v e  s e a t  c o m p l e t e l y  f o r w a r d .  U s e  a  s m a l l  f l a t  h e a d  s c r e w d r i v e r 
t o  p r y  o f f  c o v e r  e x p o s i n g  s e a t  b o l t .  R e m o v e  t h e  r e a r/o u t e r  O E M 
15  m m s e a t  b o l t s .

7.  P lace Moun t ing Foo t  B r acke t  on top o f  s ea t  r a i l .  Rep lace and t igh ten 
DS/P S OEM bo l t  and cove r s  a t  t h i s  t ime .

10 .  I n s t a l l  A B S  H e a d l i n e r  b l a n k  u s i n g  t h e  p r o v i d e d  (4 )  b l a c k  p a n  h e a d  s c r e w s . 11. Reinstall B-Pillar trim as it was previously removed with rubber seals.
1 2 .  P l a c e  t h e  f r a m e  o f  t h e  P a r t i t i o n  o n t o  t h e  M o un t i n g  F e e t .
13 .  To  a v o i d  i n t e r f e r e n c e  w i t h  h e a d l i n e r ,  r e m o v e  b l u e  p r o t e c t i v e  f i lm  c o v e r i n g 

w i n d o w  a t  t h i s  t im e .
14 .  P u s h  t h e  P a r t i t i o n  f r a m e  f o r w a r d  t o  t h e  B - P i l l a r  B r a c ke t s  a n d  s e c u r e 

u s i n g  t h e  m i d d l e  s l o t s  o f  t h e  m o un t i n g  t a b s .



15 .  B e f o r e  y o u  i n s t a l l  t h e  U D R H  y o u  w i l l  n e e d  t o  r e m o v e  t h e  l o w e r  w i n d o w 
c h a n n e l  a n d  s l i d i n g  w i n d o w  b y  r e m o v i n g  t h e  h a n d  t i g h t e n e d  c a r r i a g e 
b o l t s  a n d  n u t s .

16 .  R e m o v e  a n d  s e t  a s i d e  f o r  r e u s e .

17.  W h e n  i n s t a l l i n g  t h e  U D R H ,  b e  c e r t a i n  t h e  U D R H  S a f e t y - W i r e  i s  i n s t a l l e d 
o n  t h e  o u t s i d e  o f  t h e  U D R H .

18 .  I t  w i l l  b e  n e c e s s a r y  t o  p u l l  t h e  b o t t o m o f  t h e  s a f e t y - w i r e  o u t  s o  t h e  U D R H 
c a n  s l i p  un d e r n e a t h .

19 .  O u t s i d e  o f  v e h i c l e ,  l o o s e l y  a t t a c h  t h e  c e n t e r  H S E P  t o  t h e  U D R H .  W i t h 
a s s i s t a n c e ,  p l a c e  t h e  U D R H  i n t o  t h e  r e a r  o f  t h e  v e h i c l e  a n d  s e c u r e  t h e 
p a r t i t i o n  f r a m e  u s i n g  t h e  p r o v i d e d  h a r d w a r e .

2 0 .  O n c e  t h e  U D R H  h a s  b e e n  a t t a c h e d  t o  t h e  p a r t i t i o n  f r a m e ,  r e p l a c e  l o w e r 
w i n d o w  c h a n n e l  a n d  s l i d i n g  w i n d o w .

21 .  S e c u r e  w i t h  p r o v i d e d  h a r d w a r e . 



If you have questions or need further assistance please call Technical Support: 1.877.455.6886

Poly Wing 
Installation Instructions

1. Install the optional D/S and P/S HSEP to 
the partition and UDRH, using provided 
hardware.

2. Attach Lower Steel Side Wings to BACK/
Prisoner side of the mounting tabs on the 
partition frame using provided hardware.  
Use the bottom hole of the middle tab.

3. Attach Upper Poly Wings to the FRONT/
OFFICER side of the mounting tabs.  Use 
the top hole of the middle tab with a 
carriage bolt.  The top of the Poly Wing 
should be secured with a carriage bolt 
as well.  All flange nuts get plastic nut 
covers.

Driver’s Side of Partition

Upper Poly Wing
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